district consultants: 


ATLANTA, GA. 
Glenn H. Arnold, 
2378 Beecher Rd. S. W. 


BALTIMORE 29, MD. 
J. S. Dunlop 
5101 Brook Green Rd. 


BUFFALO 2, N. Y. 
Hunter & Bell Co. 
858 Main St, 


CHICAGO 40, ILL. 
H. F. Meyer, 
4812 North Clark St. 


CINCINNATI 2, OHIO 
Arthur L. Ehlers Co. 
49 Central Ave. 


DALLAS 10, TEXAS 
Fred R. Army 
4209 Parry Ave. 
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DETROIT 1, MICH. 
Robert Zannoth Agencies 
2631 Woodward Ave. 


DORCHESTER, MASS. 
David Role 
20 Bowdoin Ave. 


GREENSBORO, N. C. 
L. W. Roberts Co. 
A. G. Muller 
928 Guilford Bidg. 


INDIANAPOLIS, IND. 
Arthur L. Ehlers Co. 
Fred W. Chapman 
2601 Ryan Drive 


KANSAS CITY 6, MO. 
Harry M. Curfman 
925 New York Life Bidg. 


LINCOLN, NEB. 
M, E. Dudley 
1114 C St. 


LOS ANGELES 37, CAL. 
Harry N. Lindsey 
1261 West 56th St. 


LOUISVILLE, KY. 
Arthur L. Ehlers Co. 


J, L. Weyhing 
1914 Rutherford Ave. 


MANSFIELD, OHIO 
Robert Zannoth Agencies 
Clyde H. Moran 
504 Farmers Bank Bldg. 


MINNEAPOLIS 10, MINN. 
W. F. Schiefelbein 
4216 Sunnyside Rd. 


NEW ORLEANS 12, LA. 
A. J. Weilbaecher 
545 Dryades St. 


DEARBORN AND BRIDGE STS., BUFFALO 7, N.Y. 


MEMBERS: Flur-O-Lier Manufacturers Association — Illuminating Society 


commercial « industrial « recess « spotlights 


special purpose lights « fluorescent « slimline 


NEW YORK 7, N. Y. 
H. H. Roberts & Co. 
90 W. Broadway 


PHILADELPHIA 47, PA. 
R. L. Cunningham Electric Co. 
600 S. Delaware Ave. 


PHOENIX, ARIZ. 
William Benndorf 
429 W. Jefferson St. 


RICHMOND 19, VA. 
L. W. Roberts Co. 
115 East Cary St. 


ST. LOUIS 3, MO. 
M, J. Cleary Co. 
1730 Pine St. 


STURGIS, MICH, 
Edward W. Wheeler 
418 W. Chicago Road 


WILEY SELECTOR CHA 


The many variations of lamp lengths, ballast capacities and Regular or popular models are shown in our separate price folder & 
shielding preferences make a complete listing of all catalog —others may be specified as shown below. . 
numbers impractical. 


LEGEND: $ = stock model O = optional A = available 


Catalog Number System | Feature Seminar a Niagara — pe ae if Industrial | Hallite | Buffalo 
Cees tate me Mounting i Sa Exar 
By referring to Selector Chart, Suspended Ss Ss Sook Ss s 3 debe ea J 
models that are in stock or Surface s s Ss s SaaS ee aS 
available can be determined.|Top Cover Plates Rae 
: % Full ° ° s : 
Designate the required model. Part Onn: Oo 7. 
as follows: Recessed or Troffer eae Shee " ; ‘ Ss 5 
Number of lamps Fixture 
Open bottom s ft: i s s es s 
Lamp length | Louvre bottom a s eGurn SES Ne § oe s s cA 
Model (Designation shown on) — Glass bottom s BES s es: s i 
description page) Plastic side panel s BO: ° 3 
Type (Regular fluorescent is Glass ‘side _panel ° Sg s a 
blank) we metal cise panel 2 if ° o- Ut ero ee 
Se RTH olid metal side pane ) : 
ee Individual < s ee eee 5 eee ee ae “a aes 
(Slimline is “S") | Continuous run __ So as Se Biv. s Si ‘Ss AT EG) 
Watts or millamperes Open end caine R f ce A = 
Bottom shielding (if optional) Closed end ss s sites 
(“L“ is louvers) ig e 30 welts) q & 
(“G" is glass)* J Lamp s 8 A A A 
(“GF" is Fota-Lite Glass) 2 lamps A A A A A A 
(“VP” is plastic) 3 lamps : A A A A 
(“CGI-CGC-CGE” is Flur-O- 4 lamps A A A A A a 
guide) (40 Watts) es ‘e 
F ; : lamp s A A 
Side panels (if optional) 2 tumps $ § 5 5 s re 
(“P” is plastic) 3 lamps s s s Ss i 
(“G" is Alba-Lite Glass) 4 lamps 5 s ez s 
(“M” is Hi-Lite Metal) 6 lamps A A 2 
(“SM” is solid metal) (85 watts) 
*Add name of any special glass Zanes us - . ws s = 
or lens not catalogued. a SreRs i“ x is 
See examples on description|Slimline lamps T12 5 = 2 > 2 s ie 
pages. Slimline lamps TS A A A A A S s 
Incandescent | s 
Wiley is the originator of the E-Z SERVICER, “free hinge” Approved by the Board of Fire Underwriters. I.B.E.W. (A. F. 
principle of access to lamps by dropping open bottom without of L, label). We invite consultation for E.T.L. curves, layout 
use of tools or loosening fasteners. assistance, prices, etc. 


CUSTOM or SPECIAL PURPOSE UNITS 


Fixtures Designed 
By Our Engineering Dept. 
or 
Built Following Your 
Designs and Specifications 


Consult Our Nearest 
Sales Engineer or 
Send Us Your Requirements 


Especially Designed for 
SCHOOL ROOM L 
: : e for Any Com 


; © Suspended or Flush 
to Ceiling 


e Attractively Priced 
© Low Installation Cost 


© High Efficiency © Only 4 inches deep 


© Certified (ETL) 
HPF Ballasts 


© Individual or Con- 
tinuous Rows 


The Wiley “Seminar” is designed especially to meet 
the exacting requirements of planned schoolroom light- 
ing. The extremely high efficiency and widespread 
light curve make possible an efficient, economical in- 
stallation for any commercial use — offices, stores, 
showrooms, hospitals—with fewer units and wider 
spacing. 


SEMINAR “SPOTS”—For accent lighting and blending fluores- 
cent and incandescent color values, permit unusual arrangements 
of fixtures. 


Hilited metal —_—> 
sides 


Adjustable “Eye-Ball” 
Par 38 or R 40 Lamps 


Fixed Round or Square Lens 
100-200-300 Watt Lamps 
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Fleur-O-Lier Manufacturers 


ELECTRICAL TESTING 
LABORATORIES, INC. 
NEW YORK, N.Y 


88%—89% EFFICIENT © 35°—30° SHIELDING 
No curved or slanting sides to trap light or collect dust or grime. 


4-Lamp 
18 in. x 4 in. 


<—————— Solid metal sides 
(optional) 


2-Lamp 
12 in, x 4 in. 


Side panels of Poly-Lite extruded plastic, Alba-Lite 
Glass, Hi-Lited or solid metal are optional. Full or par- 
tial top covers. White infra red finish. Aluminum gray 
ornament. 


<< Plastic sides 
~ glass (optional) 


Quick, Economical Service 


The Wiley Seminar may be quickly cleaned and lamps replaced 
by one man without tools. Louver and Vee Channel Cover opens 
from either side. Starter accessible without removing lamps. 
72” and 96” units have two louvers. 


Underwriters Approval—t.B.E.W. Label 


KNOCKOUTS IN CHANNEL AND SUGGESTED HANGER ARRANGEMENTS 


Ye’ HOLES IN CENTER OF ENDS FOR CONTINUOUS WIRING AND ‘« HOLES FOR COUPLING BOLTS. 


3/4” KO with two inspection KO’s in center of channel top for flush ceiling erection. 


9/16" KO's— 8" each side of C/L for twin stem hangers. 


9/16" KO’s— 212" from each end on 48” units only for single stem hangers. 


48” UNITS WITH SINGLE STEM HANGERS 


|—— 48 


ple lamp length less 8” 


ORNAMENT COVERS THESE HOLES WHEN NOT USED. 


9/16" KO’s— 8" from each end on 72” and 96” for hangers. 
Units are lamp length plus 1/16” outside measurement. 


(Hangers shown on page 6) 


FLUORESCENT OR SLIMLINE WITH TWIN STEM HANGERS 
lamp length 


lamp length 


lomp length See Side SI SOIR lomp length less 8” oe en 


id 


SLIMLINE WITH COMBINATION OF TWIN STEM AND SINGLE STEM HANGERS 
Note — Because of weight of Slimline Units we recommend two stems per fixture. Hangers include all necessary nipples, hickeys, etc. to install on an outlet box with % “ stud. Adjustable ceiling flange furnished with single stem hangers mounts on 2” or 
3” outlet box “ears” or to ceiling and permits 7/16” adjustment in all directions. 


CATALOG NUMBERS To determine unit required and specify model number, refer to Selector Chart on page 2. 


Model— (Seminar is ‘‘SR’’) 
Side panel options 
(Standard plastic is blank) 
(Alba-Lite Glass is “‘G’’) 
(Hi-Lite Metal is ‘‘“M’’) 
(Solid Metal is “SM’’) 


Thus, a 248 SR F-40 SM means 2-lamp, 48 in. long Seminar, Instant 
Start, 40-watt lamps, Solid Metal sides, etc. 


Or, a Seminar companion Spotlite is SCS 212 FLR, meaning: 12” square 


spot for combining with 2-lamp Seminar to have a round fixed lens, etc. 
The 4-lamp model is SCS 418 (18” square) adjustable, etc. 
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LOUVERED 


LOW MAINTENANCE COST 


One man service—no tools. 


No mechanical ability required. 


Raise one side, slide sideways 
and drop open. 


Unhook to completely remove. 


Individual or continu- 
ous rows 


e Flat or tee bar flanges 


2,3 or 4 lamps 
Certified HPF 
ballasts 

e Finish—over 85% 
reflection 

e White—infra red 
baked 


e Underwriters Approval 


LB.E.W. (A. F. of L. 
label) 


Flexibility—Louvers or glass may be added to “open” 
units or interchanged. 


Easily demountable socket straps (no tools) permit 
changing number of lamps, ballast capacity or type 
without removing units from ceiling. 


Erection Economy—Units are completely Factory as- 
sembled. Optional end flanges or couplers bolt on. 


Wiley TROFFER SPOTS 


for ACCENT LIGHTING 


ADJUSTABLE TYPE (up to 40° from vertical in all direc- 
tions). Uses Par 38-150 Watt or R40-150 or 300 Watt, or equiv- & 
alent. Louver or color screen on adjustable types. 


Ceiling opening 


FIXED LENS TYPE with Corning Lenslite. Uses PS-25, 150 
12 in.x12 in.x6% in. 


Watt, PS-30, 200 Watt or PS-35, 300 Watt, or equivalent. 


TROFFERS 0c 


FLUR-O-GUIDE LENS 


The ceiling area surrounding the fixture is illuminated 
from the light bent upward by the side and end prisms. 


The bottom prisms bend the light into the useful zone 


with minimum light in the zones of objectionable 
brightness. 


TROFFER 
with Flur-0- 
Guide Lens 
Panels (Corning) 


CONSTRUCTION DETAILS AND SUGGESTED METHODS OF INSTALLATION 


f—.2:3/8—+h_ 2-3/8” —>| 


SWING DOWN RAISE & SLIDE SIDEWAYS 


\ Ey L S. 


iS, RODS OR PERFORATED STRAPS OR SUPPORTED BY 
FALSE CEILING BY CLAMPS OR BRACKETS 
TEE BARS MAY BE ATTACHED 


©00000 


a AL RANGES c AND/OR END FLANGES AS REQUIRED INCLUDED GLASS OR LOUVERS MAY BE ADDED 
—_[MICENSED PAT. #2270268, 2306685, 2334484 —— SME TROFFERS_ ARE LAMP-LENGTH Os. 
ULAR COUPLERS — NO END FLANGES USED ARE LAMP LENGTH ‘PLUS 1/16” 0.5. 


CEILING OPENING SHOULD BE 12” WIDE 


MODELS and CATALOG NUMBERS 


To determine suitable unit and specify the model number, refer to the Selector elcid here tncemysennanicnnies 


Fixed Lens Type 


Chart on page 2. Adjustable Round or Square 
Locati ¥ 
Troffer is Model ‘“T”’ Thus a 496 TS 430 CGI means: 4-lamp, 96” long troffer, Type wpieticed (Designate) 
Shielding Device Slimline 430MA with Flur-O-Guide Panel, individual posi- TS 96 Individual S96 FL 
(Louvers is “L’’) tion, etc. TS 97 Straight 1S97 FL 
* (Glass is ‘“G’’) S98 End TS 98 FL 
Flur-O-Guide unit position *Standard flat glass is ribbed Corning Alba-Lite. For spe- bi sie in 7 aa +; 
(Center) is CGC cial glass not shown on price lists, add name of glass to TS 101 Corner TS 101 FL 
(End) is CGE designation “G"’, i.e. G(Flutex). Vinylite plastic panels in 45 : 
(Individual) is CGI attractive dropped design also available. ee or Cpeageg nll arr gee Troffers. 
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LOUVERS 


Medern Design 
Dignified, plain rich lines, in harmony with any interior design. 

Companion models in 2, 3 and 4 lamp sizes, provide various 
light capacities with uniform appearance. 

Continued original high efficiency as there are no slanting or 
curved surfaces to collect dirt and grime. 

Niagara stock models may be erected singly or in continuous 
runs, suspended with twin center hangers, single stem hangers or 
directly on the ceiling. 

Runs of two or more are coupled with continuous Channel for 
economical wiring. 


NIAGARA “SPOTS” to blend fluorescent and incandescent color 
value for accent lighting. Unusual fixture arrangements such as 
corners, tees and crosses are possible. 


Adjustable—NCS 90 
Round Fixed Lens—NCS 90 FLR 
Square Fixed Lens—NCS 90 FLS 


(13%” x 13%” x 6%”) 
No. SC 95 Couplers required. 


CERTIFIED 
in occordonce 


ALBA-LITE GLASS 


Construction features 

Welded steel construction. 

Separate power chassis. 

Simple erection. 

Sockets “backed” to prevent spreading. 
Channel opens from bottom to reach wiring. 
Starters accessible without removing lamps. 
Certified accessories. 

HPF ballasts. 

Alba-Lite side panels. 

Chassis and louvers 85% reflection white. 
Hangers and Shielding frame in hammered aluminum gray. 
All finishes polymerized in electric infra-red oven. 


E-3 Seruicer 
Quick, easy access with Wiley E-Z Servicer insures low main- 
tenance costs, One man—no tools. 


Entire frame opens on 
fluorescent. Louvers or 
glass only opens on Slim- 
line. 


—SINGLE_OR END HANGERS _ 


s 
Tt Lia] F 


| 47/164 


CENTER CANOPY — TWIN STEMS 
1/8” CEILING MOUNTING STRAP 


7/8" KO IN CHANNEL ON & 
SLIMLINE 


——+— tame tenet tess ”—+] 8” $— 


—-{ 8” |-—tame tent Less’s’—--+—— LAMP LENGTH 


hs 18/160" ——_—_ep 45-1316" >} 


FLUORESCENT 
CONTINUOUS RUN HANGER LAYOUT 
/#——— 48-58" ——__+ 


____TWO_ UNITS — END HANGERS ee 


}_—-—s.13/16". ree ee ee mere 45-13/16" 


20 WATT. UNITS — DEDUCT 24” 
30 WATT UNITS — DEDUCT 12” 


85 WATT UNITS — ADD 12” 


OR MORE UNITS—END HANGERS 


—+{ 8" }+-——- awe eno rss 8” LAMP LENGTH LESS 6” —————+] 8” [+ 


NOTE — BECAUSE OF WEIGHT OF SLIMLINE UNITS WE RECOMMEND TWO STEMS PER UNIT. HANGERS INCLUDE ALL NECESSARY NIPPLES, HICKEYS ETC. TO INSTALL ON OUTLET BOX WITH 3/8” STUD 


NIAGARA CATALOG NOS. To determine the suitable unit, and to designate the model number, refer to the Selector Chart on 


page 2. 
Niagara is Model ‘‘N” 
Shielding Device 
(Louvers is ‘‘L’’) 
(Glass is “G’’) 


Thus a 448N F-40L means: 4- 
lamp, 48 in. long Niagara, In- 
stant Start type, 40-Watt lamps, 
Louvers, etc. 


CERTIFIED. 
| in accordance 
with Test 
Requirements of 


Specifications of 
Fleur-O-lier Manufacturers 


ELECTRICAL TESTING 
LABORATORIES, INC. 
NEW YORK, N.Y. 


Created to give the effect of a Ceiling with illuminated Beams when used 
in Continuous Runs. Also combines with Wiley Spots for Lighting Patterns 


FLUSH-TO-CEILING 


Niagara Chassis for 2, 3 or 4 lamps. 
Louvers or Alba-Lite glass. 
Individual or Continuous Runs. 
Translucent or Metal Side Panels. 


Eggshell White finish with 85% reflection white 
interior, polymerized by electric infra-red at 300°. 


Niagara Beams with Round Fixed Lens Spots 


E-3 Sericer 
LOW MAINTENANCE COST 


One man service—no tools. 


No mechanical ability required. 


Raise one side, slide sideways and drop open. 
Unhook to completely remove. 


Niagara Beams with Adjustable Spots 


NIAGARA BEAM “SPOTS” 
(13%” x 13” x 676”) 
Adjustable—BCS 90 
Round Fixed Lens—BCS 90 FLR 
Square Fixed Lens—BCS 90 FLS 
Specify position—no couplers needed. 


Model-—( rics Thus, a 348 NB F-40 G means: 

“NIAGARA BEAM” CATALOG NUMBERS acs eae et oe eee ee 
ass 1s 

To determine unit required and specify the model number, refer eo en Soe ee 


(Optional—Solid Metal Sides . 
to Selector Chart on page 2. ‘a “SM” ) ; % lamps, Glass Sides, etc. 


1/4” MOUNTING HOLES 


9/16 KO (SLIMLINE) 9/16" KO 9/16” KO (SLIMLINE) al 
SRS ets 
ES 
Bk 
Bs 


,_ PETG. RCTS 
? a yf y 
5 a” —| gr ee isi) =e je 
LAMP LENGTH PLUS 5/16” . ; 


13-1/2” i [eS aio eee 
aE : 
} A LC 
S E = = | W \ 
nee SLNSCEN A "__ SLIMLINE —ff-7/8°s-7/8'}=—__ FLUORESCENT 
SIDE VIEW sef-7/8'4e1 7 fa < sR UORESCENT. 


2 OR 3. LAMP 
GLASS __E-Z SERVICER. LOUVERS 


—————_—_ _ a 4 LAMP. 


GLASS E-Z SERVICER — LOUVERS 


Ouly Wiley has the E-3 Servicer 7 


Wiley 


FEATURES 


Certified HPF ballasts. 
2, 3 or 4 lamps. 


Starter accessible without remov- 
ing lamps. 


@ Runs of two or more are coupled 


with continuous channel for eco- e 


nomical wiring. 


@ Chassis ends protect lamp holders 
from breakage and prevent 
spreading. 


@ Reflector secured by Simmons 
fasteners. 


SIZES 


Chassis — 334” x 25” x lamp length. Reflectors 
155%” x 4”, (2 lamp, 85 watt) — 15” x 5”. 


Separate power chassis. e 


Reflector (inside) and louvers 
finished in 85% reflection white. 


Chassis and reflector (outside) 
hammered aluminum. 


All finishes polymerized by bak- 


ing in infra-red electric oven at 
300°. . 


Suspension by chains, messenger 
cable, conduits or regular com- 
mercial hangers. 


(2, 3 lamp) — 13%” x4” (4 lamp) — 


INDUSTRIAL CATALOG NUMBERS 


To determine unit required and specify model number, refer to 


Selector Chart on page 2 


Model—(“R”) 
Reflector type 
(Open end reflector is “O”) 
(Closed end reflector is “CE”) 


For Corridors or “Stack” Lighting 


Where only lengthwise shielding 
is required 


One T-8 or T-12 lamp. 
All lengths and milliamperes. 
Surface or suspended. 
Individual or continuous runs. 
20° or 30° shielding. 
Certified HPF ballasts. 


Infra-red baked 
white finish. 


E-Z SERVICER 
Pat. No. 2427084 


MODEL “HL” 
Shielding 
20° or 30° 


Shielding Device (with CE Reflector) 

(Louvers is “L’’) 

(Glass is “G”) 
Example—296 RS 430 CEG means: 2-lamp, 96 in. long Indus- 
trial Slimline, 430 milliamperes, closed end reflector with glass 
Shielding device, etc. 


DEARBORN AND 


A Quality Unshielded Unit 


@ Two T-18 or T-12 lamps. 


@ All lengths and milliamperes.@ Individual or continuous runs. 


INDUSTRIALS 


FLUORESCENT 


SLIMLINE 


OPEN BOTTOM 


WITH E-Z SERVICER RIBBED GLASS 


WITH E-Z SERVICER LOUVERS 


@ Surface or suspended. 


MODEL “B” 


BRIDGE STS., BUFFALO 7, N. Y. 


